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This claim may sound rather arrogant, but in truth it is not. The Hi-Fi world is changing at a brisk rate, and new media 

are jostling for space in the market; some have already managed to become established. It seems that many people in the 

High-End scene are not prepared to admit the validity of these developments. T+A is a High-End manufacturer which 

has often assumed the mantle of path-fi nder when it comes to introducing and implementing the latest technologies in 

the audiophile fi eld. We can cite numerous examples of this: the fi rst High-End electronics with RS 232 AudioCon con-

trol, the fi rst fully digital loudspeaker in the shape of the A2D, a range of CD players with reverse clock and switchable 

fi lters, digital signal processing with freely programmable signal processors, High-End SACD and multi-disc players 

and a semi-professional video-processor with scaler, picture optimiser and analogue conversion to HDMI. We could 

continue the list ad infi nitum, but the message is already clear: here at T+A the development department is enormously 

powerful, and this means that we are in a position to introduce new technologies into the High-End market faster and 

more effi ciently than many other manufacturers.

Many new and highly interesting audio sources (known as new media) have been developed, which have not yet 

found their way into really high-quality audiophile equipment. Many High-End fans consider MP3 and other 

compressed-data music formats unacceptable. This view is understandable when we are talking about the last word in 

High-End quality, but on the other hand the number of users of these new media is now so gigantic that some would 

consider it rather unrealistic.

For this reason it made obvious sense for T+A to develop equipment capable of exploiting these new media better and 

more rationally, as there is no doubt that they have plenty of potential; here is a line of development which could be 

pushed a very long way in the direction of High-End quality.

As ever, we selected an unusual but totally logical starting point: we developed a completely new series of innovative 

electronic units in the form of the E-series, which comprises three machines aimed at the demanding music lover.

The POWER PLANT is an integrated amplifi er with real muscle, generating almost 500 Watts of power from T+A’s 

own switch-mode output stages. This outstanding unit provides an incredibly lively and powerful sonic image.

The CD PLAYER was developed as a thoroughbred two-channel device based on a new all-metal mechanism, with 

state-of-the-art decoders and High-End D/A converters which continue the tradition of existing T+A CD players with 

their superb sound.

The MUSIC PLAYER is a universal music source built upon the audiophile CD player, but with access to a vast range 

of sources from FM tuner to iPOD. The MUSIC PLAYER is a pure audio device capable of sound reproduction of the 

highest possible quality.

 

A new audiophile future has begun!
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The amplifi er features fi ve high-quality inputs which are selected using gold-contact relays, and one of them can 

be fi tted with the internal R-series PHE MM or PHE MC module to provide a phono input (earth terminal fi tted as 

standard). REC OUT and PRE OUT are also present. The solid metal loudspeaker terminals are gold-plated and devoid 

of ferro-magnetic metals. An RS 232 socket makes it possible to install software updates, and a control interface is 

also present. A new high-performance “E-Link” bus system was developed for the E-series, and this passes all com-

mands from the F 100 remote control handset between the devices connected to the system. If the POWER PLANT is 

operated without the CD PLAYER or MUSIC PLAYER, a separate FBS 100 remote control handset is required in order 

to control it remotely. In this case the E 2000 IR receiver is connected to the RC IN socket.

The core of the E-series is the POWER PLANT, an integrated amplifi er which simply exudes power and offers won-

derful sound.

In the tradition of our legendary transistor and valve amplifi ers we developed the pre-amplifi er for optimum sound 

quality, neutrality and ultra-wide dynamics. Naturally the unit features a two-stage volume control with ALPS precision 

potentiometer for a wide input dynamic range and good signal-to-noise ratio, plus gold-contact relays for the input 

select switches to guarantee freedom from distortion and noise, and an oversized mains power supply section with a 

toroidal transformer for low interference and separate supply buffering of each stage; this ensures that the amplifi er has 

huge energy reserves - just as you would expect from T+A High-End equipment. A Flat switch is provided, so that the 

sophisticated tone controls and loudness function can be removed completely from the signal path when desired.

The power output stages are new, and represent a further development of the outstanding output stages employed in 

our TCI High-End active loudspeakers. These are switch-mode power amplifi ers (“digital output stages”) whose output 

signal is generated by a large number of very short positive and negative pulses. These new switch-mode output stages 

were developed entirely in-house, in contrast to the “off-the-peg” integrated ready-made IC amplifi ers used by other 

producers, and are of discrete construction, equipped with the latest ultra-fast MOSFET transistors and high-energy 

intelligent driver modules.

POWER PLANT
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High-power toroidal transformer, extremely stable 
under load. De-coupled fl oating mount.

The basic principle upon which our new amplifi er is based is known as the PWM output stage (PWM = Pulse Width 

Modulation), with a modulator of analogue construction. The power amplifi ers feature analogue feedback circuits, which 

eliminate any problems caused by supply voltage fl uctuations, and thereby excludes the possibility of signal distortion 

induced by the power supply voltage; this is a problem which is otherwise unavoidable with amplifi ers exploiting pure 

“forward concepts”. However, the level of feedback is relatively low, and is also frequency-dependent (stronger in 

the bass, where large currents fl ow, and diminishing in the mid-range area). The net result is a very controlled, fl uent 

sonic image which never tends towards harshness, combined with an accurately contoured and well-defi ned bass. 

The liveliness and musicality of this concept is quite extraordinary. If designed correctly, digital amplifi ers can sound 

simply wonderful, and at the same time they can also generate enormous power combined with signifi cantly improved 

effi ciency and therefore little waste heat. Such amplifi ers are capable of driving even power-hungry loudspeakers 

effortlessly, since the POWER PLANT supplies peak currents of up to fi fty Amps

State-of-the-Art pre-amplifi er with High-End 
Audio OP-amps, double potentiometers in 
the front profi le (located on the potentiometer 
behind the front panel).

Solid metal case: pressure-cast aluminium 
side panels, extruded aluminium profi le 
front panel and cover, steel chassis cradle.

High-performance switch-mode 
output stage with generous reservoir 
capacity (>40000 μF), of discrete 
construction with analogue modulator 
(PWM).

Input circuit board featuring high-
quality gold-plated sockets. Inputs are 
selected using gas-tight gold-contact 
relays and DC-regulated buffer ampli-
fi ers. Optional internal phono module.
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CD PLAYER

We are convinced that the classic CD will remain one of the most important program sources into the fairly distant 

future. For this reason the CD PLAYER was designed as a pure-bred stereo CD player in the tradition of our legendary 

disc players. It is fi tted with the newly developed High-End loader and the disc mechanism of our 1250 R High-End 

SACD player. The decoder is a development based on the latest processors, and is designed specifi cally to provide 

the highest-possible quality of CD reproduction. The mechanism rotates at a single speed - in contrast to DVD mechanisms 

which work at signifi cantly higher rotational speeds, and therefore often have problems with out-of-balance CD 

discs. The disc mechanism unit features high-quality components throughout: heavy-duty motors from MABUCHI, 

a sub-chassis with good damping characteristics, stainless steel pushrods, metal-ABS laminate disc drawer and full 

encapsulation in a metal shield. Viewed overall, the CD PLAYER features the most modern and compact mechanism / 

loader design on the world market.

D/A conversion is carried out by highly selected Burr Brown converters which are widely acknowledged as the best 

available; they are also employed in other T+A disc players. Two different oversampling algorithms can be selected, 

enabling the listener to achieve the best possible sound according to personal taste and the particular recording. The 

fi rst process (Filter 1) delivers an extremely linear frequency response (high-quality FIR fi lter) with a steep roll-off 

slope, while the second (Filter 2) is an impulse response optimised fi lter exhibiting an outstanding dynamic range and 

liveliness. The sophisticated signal processing circuit, including a precision jitter-free oscillator and high-quality audio 

output with two different switchable bandwidths (as in the D10 High-End player) and the high-performance mains 

power supply guarantee fabulous results in terms of sound quality.

High-quality analogue outputs are complemented by a jitter-free digital output. The CD PLAYER is supplied complete 

with the F 100 system remote control handset which is used to control the POWER PLANT. The “E-Link” data bus 

system has to be connected for this to work.

Data is displayed on a large, high-resolution graphic screen which is clearly legible even from a distance.
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The High-End loader unit of our R-series disc 

players was adopted for the E-series players. This 

unique design incorporates steel pushrods, an alu-

minium-ABS support plate, a fl oating-support 

laser unit and heavy-duty MABUCHI motors.

The E-series players are equipped with a D/A converter 

which is a completely new development; it is of sym-

metrical construction, with total separation of the two 

channels. The outstanding feature of our players is their 

ultra-refi ned analogue output stages. These offer sound 

of great beauty, and play a crucial role in the excellent 

overall quality of reproduction. They process the con-

verted digital sources as well as the analogue sources 

in the MUSIC PLAYER. If necessary, a high-quality 

volume and tone control system* can be switched into 

the circuit, permitting direct connection to output stages 

or active loudspeakers. *(Only for Music Player)

The D/A converter section is also of very sophisticated 

construction. Two of the best converters available are 

wired in double-mono mode for each channel. This 

design concept produces outstanding harmonic distor-

tion, signal : noise ratios and dynamics. A special clock 

recovery circuit ensures perfect jitter characteristics.

As you might expect, this super-converter enables the 

MUSIC PLAYER to reproduce the digital content of 

MP3 players and memory cards to a standard of quality 

which can never be approached by the source devices 

themselves with their integral “little converters”. This 

is where we show what is possible with High-End audio 

technology.

Photo shows D/A converters of MUSIC PLAYER
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It is a unique device and totally new in every respect, representing the fi rst ever combination of the classic music source 

CD with other music sources from the world of computers and the Internet. Please note that the MUSIC PLAYER is 

NOT a computer, but a high-quality audiophile CD player into which additional capabilities have been implanted, en-

abling it to exploit other digital sources as streaming clients. To achieve this versatility we have developed a processor 

board which is network-capable, and features W-LAN, LAN, UPnP, USB and iPod interfaces. The result is that the 

MUSIC PLAYER can access everything which delivers music: Internet radio, network music servers and USB media 

storage devices, iPods (including their control systems) as well as VHF radio via the integral tuner. A supplementary 

retro-fi t circuit board containing a High-End FM / DAB tuner is available as an option.

We are convinced that the classic CD will remain one of the most important program sources into the fairly distant 

future. For this reason the CD PLAYER was designed as a pure-bred stereo CD player in the tradition of our legendary 

disc players. It is fi tted with the newly developed High-End loader and the disc mechanism of our 1250 R High-End 

SACD player. The decoder is a development based on the latest processors, and is designed specifi cally to provide the 

highest-possible quality of CD reproduction. The mechanism rotates at a single speed - in contrast to DVD mechanis-

ms which work at signifi cantly higher rotational speeds, and therefore often have problems with out-of-balance CD 

discs. The disc mechanism unit features high-quality components throughout: heavy-duty motors from MABUCHI, 

a sub-chassis with good damping characteristics, stainless steel pushrods, metal-ABS laminate disc drawer and full 

encapsulation in a metal shield. Viewed overall, the CD PLAYER features the most modern and compact disc mecha-

nism / loader design on the world market.

The back panel of the MUSIC PLAYER gives some idea of the huge versatility of this unit. High-End analogue outputs 

(regulated if necessary) are present, as are a jitter-free digital output and two high-quality digital inputs (cinch + opti-

cal); the latter can be used for converting the signals from external sources, which means that the extraordinary sound 

qualities of the MUSIC PLAYER can also be exploited to benefi t other devices. The MUSIC PLAYER is supplied 

complete with the F 100 system remote control handset, which is used to control every aspect of the POWER PLANT. 

The “E-Link” data bus system has to be connected for this to work.

MUSIC  PLAYER
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Graphic LCD screen displays all system states 
and functions. Most of the features of the 
MUSIC PLAYER can also be controlled via 
the front panel.

High-performance mains power supply with 
sophisticated voltage stabilisation measures.

High-End analogue output section and 
converter board, of symmetrical construction, 
with total separation of the two channels. 
Switchable volume control and Wide Mode 
(bandwidth). Double-mono converters with 
switchable oversampling algorithms.

Main circuit board with input switching 
for analogue and digital sources. Newly 
developed FM tuner with Radiotext and 
supplementary functions. Socket for 
High-End FM / DAB tuner.

Streaming Client (SCL) provides 
the connection to Internet radio, 
all network sources, iPod and USB 
sources.

Virtually anything can be connected to the MUSIC PLAYER! 
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Specifi cations 
POWER PLANT

 Nominal output per channel   2 x 140 Watts  8 Ohm, 2 x 240 Watts 4 Ohm
 Peak output per channel   2 x 210 Watts 8 Ohm, 2 x 380 Watts  4 Ohm
 Frequency response  + - 3dB:  1 Hz - 60 KHz
 Total harmonic distortion  < 0,005 %
 Intermodulation < 0,005 %
 Channel seperation  > 80 dB
 Inputs  5 x line in 250 mV/20 KOhm
 As an option  plug-in MM or MC phono module
 Outputs  Pre-amplifi er output, 
  Headphone  > 50 Ohm, 
  Tape 250 mV
 
 
 Dimensions (H x W x D) 12 x  44  x  39 cm (4.7 x 17.6 x 15.6“)
 Weight  13 kg (28.6 lbs)
 Finishes  black case with silver side-panels
  silver case with black side-panels
 Remote control   via MUSIC-Player / CD PLAYER or as an option
 Interface RS 232 for software update and control

 Mains supply   220-230 V or 110-115 V, 50-60 Hz, 600 VA

CD PLAYER

                              Formats CD, CD-R/RW, CD Text 
 Audio 
 Analogue outputs Stereo 2,5 Veff  / 22 Ohm 
 Digital outputs 1 x coax 
  IEC 60958 (CDDA/LPCM)  
 D/A-converter 24-bit, 352,8 kHz  Sigma Delta, 8-times oversampling 
 Frequency response  2 Hz - 20 kHz 
 Total harmonic distortion < 0,001 % 
 Signal / Noise 109 dB 
 Channel seperation 106 dB

 Switchable analogue fi lters 3rd order base-linear Bessel fi lter 60 kHz and 100 kHz
 
 Dimensions (H x W x D) 12 x  44 x 39 cm (4.7 x 17.6 x 15.6“)
 Weight 9.5 kg (20.9 lbs)
 Finishes  black case with silver side-panels
  silver case with black side-panels

 Remote control System remote control included
 Interface RS 232 for Update and control
 Mains supply 100 - 240 V, 50/60 Hz, 40 VA

We reserve the right to alter technical specifi cations!
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Specifi cations 
MUSIC PLAYER 
 Formats
 CD player CD/DA,  CD-R/RW, CD Text
 Streaming Client formats MP3 , WMA, WMA Pro, WMA Lossless, AAC, FLAC, 
  OGG-Vorbis, LPCM, WAV,
 Playlists PLS, M3U, ASX
 Supported servers UPnP 1.1, UPnP AV, Microsoft Windows Media Connect Server   
  (MS DRM10), Real Rhapsody Internet Music Service, 
  vTuner Internet Radio Service, Music Choice streaming music service
  DLNA compatible servers
 Standards DLNA, UPnP, MS-DRM 10, Designed to play Plays for sure guidelines 

 Features Web server (remote PC web browser control), vTuner,
  Internet Radio Station database (automatic updates over Internet).

 Interfaces USB 2.0, iPod with control and display, 2 x digital input SP/DIF 
  coax and optical (TOS-Link), 16....24Bit
  LAN, W-LAN
  RS 232 update and control interface

 Radio FM Radio 87,5 - 108 MHz, DAB Radio (as an option) Band III + L-Band,
  
   
 Audio 
 Analogue outputs Stereo 2,5 Veff / 22 Ohm fi xed or 0...2,5 Veff variable 
 digital outputs 1 x coax, 
  IEC 60958 (CDDA/LPCM)
 Digital inputs 2 x SP/DIF, coax  and optical (TOS-Link) 
 D/A-converter 24-bit, 352,8 kHz  Sigma Delta, 8-times oversampling 

 Switchable analogue fi lters 3rd order base-linear Bessel fi lter 60 kHz and 100 kHz

 Frequency response 2 Hz - 20 kHz 
 Total harmonic distortion < 0,001 % 
 Signal / Noice 109 dB 
 Channel seperation 106 dB
 Dimensions (H x W x D) 12 x  44 x 39 cm (4.7 x 17.6 x 15.6“)
 Weight 10 kg (22 lbs)
 Finishes black case with silver side-panels
  silver case with black side-panels

 Accessories System remote control included, WLAN antenna, iPOD cabel
 Interface RS 232 for Update and control
 Mains supply 100 - 240 V, 50/60 Hz, 40 VA

We reserve the right to alter technical specifi cations!
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T elektroakustik GmbH & Co. KG
 Planckstr. 9 - 11 |  D-32052 Herford | Phone +49 (0) 52 21 / 7676-0

www.TAelektroakustik.com | info@TAelektroakustik.de
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